
Step 2.  Turn on an irrigation zone to adjust the flow control to the desired PPM.  To do 
this:  

a)  Slowly close the ball valve coupling connector, if necessary, to establish a 
consistent flow of product through the clear “fertilizer out” line.
b)  Take a water sample from a downstream hose end (drip emitter or sprinkler) 
and test its electrical conductivity (EC).
c)  Compare the EC meter reading to the desired PPM from the manufacturers’ 
conductivity standard and turn the feed rate adjustment knob until the proper 
PPM is achieved.

Easy to Operate

Simplicity makes EZ-FLO equipment the right choice. 
The EZ-FLO patented design eliminates the complexities of other commercial injectors, 
which are more difficult to operate and maintain.  

With EZ-FLO, just follow these simple steps:

Step 1.  Fill the tank with any fully concentrated 
liquid or water soluble product - 

NO PREMIXING REQUIRED.

Slow Fast
Fertilizer

Out
GREEN

Water
In

BLUE

1 2Slow Fast
Fertilizer

Out
GREEN

Water
In

BLUE

1 2

P
re

m
iu

m

F
er

til
iz

er

FILL
 VALVE

HIGH CAPACITY
FUNNEL FILL SYSTEM
ADDS WATER WHILE 

FILLING

DRAIN 
VALVE

FLOW

Product
Concentrate

Plain Water

Source WaterFortified Water 

W
a

te
r In

P
ro

d
u

ct
 O

u
t

a)  Adjust ball valve coupling

b) Test water EC

c) Adjust feed rate knob

Fill with 
concentrate

NUTRIENT DELIVERY SYSTEMS

Injecting Solutions for Growers!

www.ezflofertilizing.com             Phone (866) 393-5601            Fax (916) 652-5754
© 2006, EZ-FLO Systems, Inc.

Hassle free injection!

Once the system is initially calibrated for a given formulation, it is not likely 
that further adjustments will be required to maintain the desired PPM. 
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